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PM931/BLANK
MACHINE I.D. TAG

SL-0002
UNDERSTAND
MANUAL LABEL

SL-0022 or SL-0022/2
INSPECTED BY LABEL

SL-0001
BLADE HAZARD
LABEL

SL-0021
ARC FLASH
HAZARD LABEL

SL-0004
PINCH POINT
ROLLER LABEL

SL-0006
ENTANGLEMENT
HAZARD LABEL

SL-0027
LDXSS HEAD LABEL

SL-0028
MACHINE LABEL



LOVESHAW an ITW Company 

MACHINE SPECIFICATIONS 
 
MACHINE DIMENSIONS: 
 
HEIGHT:     58.4 inches  1483.4 mm 
WIDTH:     38 inches     965.2 mm 
LENGTH:     56 inches   1422.4 mm (with front pack table)  
 
TABLE HEIGHT (adjustable): 
 
MINIMUM:    22.5 inches    571.5 mm 
MAXIMUM:    28.5 inches    723.9 mm 
 
ELECTRICAL: 
 
STANDARD:  115V/1/60 
   240V/1/50 
OPTIONAL:  220V/1/50,60 
   220V/3/50,60 
   380V/3/50 
   440V/3/50 
   440V/3/60 
 
 
BOX CAPACITY: 
 
LENGTH:    4.5 inches to   114.3 mm to 
          unlimited max.            unlimited max. 
 
WIDTH:                5.5 inches to   139.7 mm to 
           27 inches            685.8 mm 
  
HEIGHT:                 4.5 inches to    114.3 mm to 
           24 inches        609.6 mm 
 
OPERATING SPEED: 
 
BELT SPEED:   80 ft / min.   18 m/min. 
NUMBER OF BOXES/MIN.:  VARIES WITH BOX SIZE 
 
CLOSURE MATERIAL - PRESSURE SENSITIVE TAPE 
 
WIDTH:    1.5 inches to       38 mm to 
       2 inches       50 mm 
 
MAX. ROLL DIAMETER:   15 inches     380 mm 
 
WEIGHT: (uncrated)                180 lbs.        81 kg. 
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